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TRC Louvered Troffer Light
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SPECIFICATION

TRC Louvered Troffer Light

Features

> [05LM/W,high efficiency
> Save more than 60% energy than traditional lamp.

> One way power connect electric shock ensures safety
> Maximum efficacy and minimum glare

> High-tech optical design

Application

> Office, School, Living Room,

> Super market, Mall, parking area
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> Please read the user manual before installation.
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Please install, connect and test the lamp according to local
regulations,Lamps should always be installed or replaced
with care by professional person.

Ensure the power is switched off before installation.

Please check whether the lamps are broken or not during
shipping, broken items cannot be used anymore.

>  Please keep the lamps and accessories away from kids to
avoid hurt by mistakes.

>  For protecting eyes, please do not watch the lumin ous
surface for a long time,

> Do not cover anything on lamp and keep lamps away from
fire or high temperature objects.

> Switch the power off and cool down the lamp before cleaning.

> The lamp is only suitable for weak acid and weak base
environment.
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Parameter B[l
Model NO. P?va r Size(mm) Beam angle CCT Luminous Flux Iﬁléfrlz:gﬁ g; CRI
LU-TRC-36W 36W 595%595*80 130° 3000k/4000k/6000k 3800Im 105Im/w >80
125338
+180°
1002.70
752.03
501.35
250.68
0.00 e 1 o 0° 3 90° 35 T80°
C90(Max):
C0/C180:
C90/C270:
Field angle(10%Imax):C0/180Left:86.0 Right:86.0
:C90/270Left:79.8 Right:79.8
Beam Angle(50%Imax):C0/180Left:66.1 Right:66.1
:C90/270Left:51.7 Right:51.7
Illuminatin assessment acconding UGR
Rf of Ceiling 70 70 50 50 30 70 70 50 50 30
Rf of Wall 50 30 50 30 30 50 30 50 30 30
Rf of Floor 20 20 20 20 20 20 20 20 20 20
Room dimensions Viewed crosswise Viewed endwise
X Y
2H 2H 10.3 11.7 10.6 12.0 12.2 11.9 13.4 12.2 13.6 13.8
3H 11.8 13.1 12.1 13.4 13.7 14.3 15.6 14.6 15.9 16.2
4H 12.3 13.4 12.7 13.7 14.1 15.3 16.4 15.7 16.8 17.1
6H 12.8 13.9 13.2 14.3 14.6 16.3 17.5 16.7 17.8 18.1
8H 13.0 14.1 13.4 14.5 14.8 16.7 17.8 17.1 18.2 18.5
12H 13.0 13.8 13.4 14.2 14.6 16.8 17.7 17.2 18.1 18.5
4H 2H 11.1 12.2 11.5 12.6 12.9 12.4 13.5 12.7 13.8 14.1
3H 12.9 13.8 13.3 142 14.6 15.0 15.8 154 16.2 16.6
4H 13.8 14.6 14.2 15.0 15.4 16.4 17.3 16.8 17.7 18.1
6H 14.4 15.3 14.9 15.7 16.1 17.6 18.4 18.0 18.8 19.2
8H 14.6 15.1 15.1 15.5 16.0 17.9 18.4 184 18.9 194
12H 14.7 15.2 15.2 15.7 16.2 18.2 18.7 18.7 19.2 19.7
8H 4H 14.5 15.0 15.0 154 159 16.7 17.2 17.2 17.7 18.2
6H 154 159 159 16.3 16.9 18.1 18.6 18.6 19.0 19.5
8H 15.7 16.2 16.2 16.7 17.2 18.6 19.1 19.1 19.6 20.1
12H 16.0 16.5 16.5 17.0 17.5 19.1 19.6 19.5 20.0 20.5
12H 4H 14.6 15.1 15.1 15.6 16.1 16.7 17.2 17.2 17.7 18.2
6H 15.6 16.1 16.1 16.6 17.1 18.2 18.7 18.7 19.1 19.6
8H 16.1 16.6 16.6 17.1 17.6 18.8 19.3 19.3 19.8 20.3
Variation with the observer position at spacings:
S=1.0H 0.2/-0.6 0.2/-1.0
S=1.5H 0.4/-0.6 0.5/-0.7
S=2.0H 0.5/-0.8 0.5/-0.5
Standard tables: BKBF BKBF
Uncorrected UGR| 53 7.8
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